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General      specification
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Capacity 
6 Euro pallets scalable to 12 Euro pallets

Scalability 
Units can be a single or a double unit

Interior Temperature Range
+2°C to +8°C

Ambient Storage
-2°C to +50°C

Deployment Time 
1 hour

Internal Dimensions 
3.05m (w) x 3.61m (d) x 2.58m (h) 

External Dimensions 
4.0m (w) x 3.61m (d) x 3.10m (h)

Weights 
Just Inflatable: 220kg  | Inflatable with Floor: 470kg
*Cooling Unit Weights not included

Inflation System 
Inflation kit included with package that compromises of: 
1 x side channel blowers | 1 x pressure control units | 
1 x inflation 5m inflation hoses

Flooring 
Thermal insulated floor that doubles as the inflatables  
transport case

Suitability 
Storage, ambient, chilled, packing, shelter, food, 
vaccine storage, medicine storage

Cooling units compatible with 
Zanotti MAS 140T
Zanotti MAS 135T
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INFLATABLE STRUCTURE

The inflatable is made from three sections as shown: 

1. Main inflatable structure
2. Insulated Front Doors
3. Insulated Rear Wall

MAIN FEATURES AND BENEFITS OF INFLATABLE

• �Made with premium, fire retardant, composite 
textiles which have high durability and strength

• �Unique welding techniques result in virtually airtight 
structures that operate at high pressures allowing  
for optimum rigidity

• �Insulation consists of multiple mineral layers with  
high flexibility

• �Highly mobile and easily transportable from one 
location to the next

• �No requirements for expert technicians during 
installation

• �Pressure is controlled via side channel blowers and 
a control unit 

• �Repair kit provided that includes tear-aid tape and 
patches. Adhesive to be sourced by customer

• No tools required to assemble it

• Full inflation device and backup included in kit

INFLATABLE INVENTORY LIST

1x  �Insulated inflatable structure  
4.0m (w) x 3.61m (d) x 3.10m (h)

1x  Insulated Flooring System

1x  Insulated Front Wall

1x  Insulated Rear Wall

1x  Strip curtains

1x  �Combined pressure control unit  
and side channel blower

1x  �50mm bore spiral wound inflation  
hose assembly, 5m long

1x  Product Repair Kit



CAD DRAWINGS OF INFLATABLE STRUCTURE  

groupDawson

Dawsongroup International
All rights reserved. No part of this design 
may be used or reproduced without the 
written permission of Dawsongroup 
International limited.

INTERNAL FLOOR SPACE DRAWING 
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FLOORING SYSTEM / PACKAGING 

The inflatable is packaged within a specially designed  
foldable insulated flooring system, as shown below, 
which allows for the unit to be easily deployed within  
60 minutes: 

1. Floor arrives in “crated” unit
2. Box unfolds to become thermally insulated floor
3. Inflatable is unfolded and hooked onto 4 corners
4. Inflation system is connected and unit is inflated

MAIN FEATURES AND BENEFITS OF  
FLOORING SYSTEM 

• �Packaged, the floor and inflatable measures 
Width 1554mm 
Length 2118mm 
Height 1100mm

• �No additional packaging required for inflatable  
structure; flooring system doubles as packaging  
and is covered by a canvas sheet

• �Forklift access points beneath the box allows for  
easy manoeuvrability

• Easy to transport by road, air or sea

• �Includes handles for moving by hand
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The following cooling units have been tested with the 
Temp°store 10 and have varying operating parameters 
and specifications as per below descriptions. 

Full fridge manuals can be provided on request.

OPTION 1 - ZANOTTI MAS135T (LOW AMBIENT)

Basic Information

• �Dimensions: 
Width = 1120mm 
Length = 1200mm 
Height = 1885mm

• Weigh: Approx 390kg with frame

• Power supply: 230V / 1ph OR 3ph / 50Hz / 32amp

• Cooling capacity +2°C in +35°C ambient: 4.5kW

• �Refrigerant: R134a / HFC-134a 
(1,1,1,2-Tetrafluoroethane)

• Ambient operating range: +2°C to +32°C

• Interior temperature range: +2° to +8°C

SUMMARY:

Our most versatile and affordable unit. Used across 
Dawsongroup within the UK and EU, they are a 
monobloc system and are suitable for chilling in 
ambient temperatures up to +35°C. They come in 
1ph or 3ph power options as well.

The Inflation fans and pressure control box are house 
in the metal box below the fridge on the frame and 
feed through a small hole in the side. The inflation 
fans are connected to the power separately and run 
from a 750W 230V 50Hz 1ph power supply. 

COOLING UNITS SPECIFICATIONS
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OPTION 2 – ZANOTTI MAS140T (HIGH AMBIENT)

Basic Information

• �Dimensions: 
Width = 1.23m 
Length = 1.72m 
Height = 1.85m

• Weigh: Approx. 450Kg with frame

• Power supplies

• 3ph / 400V / 50hz / 32amp

• Refrigerant

• R134a for single phase

• R452a for three phases

• Ambient operating range: -2°C to +50°C

• Interior temperature range: +2° to +8°C*

*Heating option available up to +15°C

SUMMARY:

Like Option 1, this is a monobloc system mounted 
onto a steel frame. However, this unit has been 
designed and tested for higher ambient temperatures 
up to +50°C. The air out section is through mounted 
into the inflatable and the inflation systems are 
contained within a box below the fridge. Also included 
is a power outlet for the inflation fans so you don’t 
need to connect this separately. 
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DUAL FRIDGE SYSTEM WITH CHANGEOVER PANEL

THE CHANGEOVER PANEL FEATURES INCLUDE:

• �Euroscan temperature monitoring system mounted  
to front of panel

• �Alarms for mains failure, smoke and temperature  
mounted to side of panel

• �IP 54 with neoprene moisture seal & formed  
rain gutter

• Mounted enclosure 60cm (h) x 50cm (w) x 20cm (d)

• RAL 7035 standard colour

• One coat primer & semi-gloss powder coat finish

• �Screwed gland plate with neoprene seal for  
cable access

• Door interlock isolator from the ABB OT range

• Red & Yellow handle with Padlock off facility

• Room/Area/ Equipment title block

• �Multi cluster L.E.D indicators  
(30000hr life expectancy)

• Rotary control selector switches

• Full circuit breaker protection on all circuits

• �Fully marked terminal rail with adequate  
termination access

• Unique wiring schematics

• ABB as standard & preferred LV components

• Power in socket 5 pin TP&N+E 32a

• Bottom mount

• Internal distribution to serve

• Panel live indicator (Wh)

POWER OUT TO FRIDGE FEATURES:

• �Side mount socket 5 pin TP&N+E 32a  
(3-pin for 400v, 3ph)

• Switching contactor

• Fridge 1 on indicator (Gr)

• Fault signal relay

• Interlock relay

• Changeover relay

The standard Temp°store 10, it comes with a single fridge unit (MAS135T). However, there is an option change  
the single fridge unit to a dual fridge system with changeover panel*. This ensures that if one fridge fails,  
the second automatically cuts in. It also allows for the natural cycling of machines, extending their life cycles.
*Please contact us for details.
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The above Euroscan TX3 series meets the 
highest requirements of local and international 
regulations and guidelines for the storage of food 
and pharmaceuticals. It has been tested with the 
Temp°store 10 and is available to be integrated with 
any of the cooling units described above.

SYSTEM DESCRIPTION

Access real-time and historical reports and run 
analytics on asset performance, utilisation and 
status to increase operational visibility, enable more 
efficient business planning and gain a better return 
on investment. Receive and manage temperature, 
intrusion, geofence and maintenance alerts in  
real-time through the built-in display or the 
ColdChainView application to ensure timely corrective 
measures are taken. The Euroscan X3 series 
supports up to 6 sensors, making it ideal for multiple 
temperature readings with different temperature 
requirements.

TEMPERATURE MONITORING SYSTEMS

SYSTEM FEATURES INCLUDE:

• Printed or electronic temperature records

• Real-time event-based alerts & alarms

• Connection to local audio and visual alarm

• �Advanced reports and analytics via ColdChain  
View web application

• Geofences for tracking assets

• Rugged case for installation outdoors

• Monitors interior temperature

• Includes 2 x temperature probes

• Temperature Notifications / Alarms can be set

OPERATING DETAILS

• 10 - 32 V with load dump protection Power

• Environmental Operating temperature: -30°C / +70°C

• Maximum temperature: -40°C / +85°C

• IP65 Rated

• Relative humidity: 97% at 25°C

MEMORY SIZE

• �Memory size: 8 MB, minimum 1 year with 2  
sensors on a 15 min logging interval

INTERFACES

• Inputs: 6 temperature sensors (-50°C / +70°C)

• �Data transmission to EuroTool service software  
and service/parameter programming via Bluetooth

• Data ports: 2 RS-232 connectors for external devices
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TRAINING

Our units have been designed with minimal  
construction required. Units are supplied with install 
and uninstall video as well as full operations manual.  
If required, Dawsongroup can travel to certain  
countries to provide training or host training in the 
United Kingdom at our operations site. These  
additional training days, where abroad, will be  
charged for as follows:

• �Travel costs to and from destination per person  
(2 to 3 people required)

• �Work/ Labour rates $50 USD per hour per person

FRIDGE MAINTENANCE AND BREAKDOWN SUPPORT

Fridges should be serviced annually. Where available* 
third party fridge support can be provided, and  
maintenance and service contracts can be drawn  
up with local agents. Dawsongroup can also offer  
remote support and help you engage with  
local suppliers. 

* �Please note this is not available in all countries, 
please check with us if we can provide this service 
where the units are being stored.

WARRANTY*

Dawsongroup and the suppliers offer the following  
warranties on the various items:

• 12 months for the inflatable and inflation system

• 12 months for the changeover panel

• 24 months for the fridges

• �The changeover panel and fridges can be supplied 
with various spare parts packages

• �Parts on the fridges that break within warranty 
periods need to be sent back to Italy for claims

Dawsongroup are there to offer support to  
customers and will look to find the best solution  
in instances where products do not work.

* �Warranty will be subjected to the terms and  
conditions of contract agreement.

Aftersales      support
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